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Disturbance of ACMs during installation work activites

Risk Assessment Summary:
During installation work activities our installation team may come into contact with asbestos or asbestos containing materials (ACM)
The installation team may have to work on TDC during the installation our ventilation units in domestic properties, this work is considered NNLW work as it is
under 1m squared.

Risk Assessment Number: 27

Status: Published

Location: Installations

Completed Date: 18-Jul-2023

Next Review Date: 18-Jul-2025

Assigned To: rtranter@envirovent.com

Collaborators: Mr Wayne Garbutt wgarbutt@envirovent.com
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Attachments

MS - TDC Containing Asbestos - screwing v5 23
06 23.pdf
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Hazards and Controls

Ref
No What is the Hazard? Who might be

Harmed?
How might they be

Harmed?
Initial
Risk

Score
Risk controls (! denotes Hard Control) Remaining

Risk Score

1 No or lack or training  Employees Exposure to hazardous
substances

S4 X P3 = 12

> All installers are trained to stop work immediately if
they identify asbestos and will contact their line
manager to advise they have
stopped work.

All installers will complete Asbestos Awareness
Training and UKATA Cat B non licensed training in

their 3 months probationary
period and is reviewed annually.

All installers receive working with TDC during their
probation training.

All
installers will follow the Working with Asbestos and

ACM's method statement.

S4 X P2 = 8

2 No survey completed of the property Employees Exposure to hazardous
substances

S4 X P3 = 12

>
Envirovent

Surveyors may complete survey's on a number of
properties, they will check for possible Asbestos or

ACM's in all the
proposed work areas in the property, surveys are

agreed at time of order.

Property Asbestos survey's are requested prior to
installation

S4 X P2 = 8
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Ref
No What is the Hazard? Who might be

Harmed?
How might they be

Harmed?
Initial
Risk

Score
Risk controls (! denotes Hard Control) Remaining

Risk Score

3 Disturbing asbestos or asbestos containing
materials  Employees Exposure to hazardous

substances

S4 X P3 = 12

> In the in the event of an accidental disturbance of
asbestos or and ACM all   Installers  will follow the 
Asbestos Emergency Procedure

Clients
asbestos procedures are to be  followed at all times

Any waste
generated from these procedures will be bagged

1000 grade polythene bags
disposed in the installers designated waste disposal

areas for removal by a
licensed hazardous waste carrier.

Installers will follow the Asbestos Waste Disposal
Method Statement

S4 X P2 = 8

4 Incorrect or poorly fitting  Safety Masks Employees Exposure to hazardous
substances

S4 X P3 = 12

> All installers are face fitted for PP3 face safety
masks for on commencement of employment, review
is as HSE guidelines

S4 X P2 = 8

17-25 High Risk, Do not undertake task until risk has been reduced

10-16 Priority, reduce risk before going ahead

4-9 Reduce risk if reasonably practicable

1-3 Acceptable, very low risk

Risk Score = Severity * Probability
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Activity

When Who Description Type

18-Jul-2023 Rachael Tranter rtranter@envirovent.com Risk assessment created and assigned to: rtranter@
envirovent.com Created

18-Jul-2023 Rachael Tranter rtranter@envirovent.com Edited

20-Jul-2023 Rachael Tranter rtranter@envirovent.com Published

05-Feb-2024 Mr Rob Evans r.evans@envirovent.com Published

09-Feb-2024 Mr Rob Evans r.evans@envirovent.com Attachment Added: MS - TDC Containing Asbestos -
cutting v13 21 06 23docx.pdf Attachment Added

09-Feb-2024 Mr Rob Evans r.evans@envirovent.com Attachment Added: MS - TDC Containing Asbestos -
screwing v5 23 06 23.pdf Attachment Added

09-Feb-2024 Mr Rob Evans r.evans@envirovent.com Attachment Added: MS - TDC that Contains Asbestos
- removal v5 21 06 23.pdf Attachment Added

09-Feb-2024 Mr Rob Evans r.evans@envirovent.com Published

09-Feb-2024 Mr Rob Evans r.evans@envirovent.com Published

17-Jul-2024 Mr Rob Evans r.evans@envirovent.com Published

18-Jul-2024 Rachael Tranter rtranter@envirovent.com Reviewing

18-Jul-2024 Rachael Tranter rtranter@envirovent.com Attachment Deleted: MS - TDC Containing Asbestos -
cutting v13 21 06 23docx.pdf Attachment Deleted

18-Jul-2024 Rachael Tranter rtranter@envirovent.com Attachment Deleted: MS - TDC that Contains Asbestos
- removal v5 21 06 23.pdf Attachment Deleted

18-Jul-2024 Rachael Tranter rtranter@envirovent.com Published

18-Jul-2024 Rachael Tranter rtranter@envirovent.com Reviewing
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18-Jul-2024 Rachael Tranter rtranter@envirovent.com Published
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